


System Components 
for 3000

¥ Junction Box Ð below decks 
interface for RAU with RJ11
phone jack and serial data port

¥ 50 foot voice/data/power cable
from RAU to Junction Box, longer
lengths optional

¥ Optional 50 foot serial port 
connector from Junction Box 
to computer
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System Specifications

THE WAVECALL  3000

Specifications for the 3000
Electrical Requirement, RAU  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 - 16 VDC @ 2.5 A max

Data Rate  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.6 kBaud

Operating Frequency Range  . . . . . . . . . . . . . . . . . . . . . . . . . RAU to Satellite: 1610 to 1625 MHz

 . . . . . . . . . . . . . . . . . . . . . . . . . . Satellite to RAU: 2484 to 2499 MHz

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10 in

Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10 in
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